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93-76 - Publicly Accessible Private Streets and Pedestrian Ways in Subdistrict F

LAST AMENDED
4/29/2014

Public access areas in Subdistrict F shall be comprised of publicly accessible open spaces, private streets

and pedestrian ways.

Publicly accessible private streets and pedestrian ways shall be provided in Subdistrict F in addition to
the publicly accessible open spaces required in Section 93-75. Such private streets and pedestrian ways
shall be comprised of the West 31st and West 32nd Street Extensions, the West 30th Street Corridor
and the Connector. Map 3 (Subdistrict F: Public Access Area Plan) in Appendix B of this Chapter

identifies the location of these publicly accessible private streets and pedestrian ways.

General requirements for each publicly accessible private street and pedestrian way are set forth within
this Section. Design requirements for each publicly accessible private street and pedestrian way are set
forth in Section 93-77 (Design Criteria for Public Access Areas in Subdistrict F). The phasing and
approval process for each publicly accessible private street and pedestrian way are set forth in Section

93-78 (Site and Landscape Plans for Public Access Areas in Subdistrict F).

Publicly accessible private streets and pedestrian ways listed in this Section shall be accessible to the

public at all times.

93-761 - General requirements for the West 32nd Street Extension

LAST AMENDED
4/29/2014
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A private street, (henceforth referred to as the “West 32nd Street Extension”), shall be provided south

of and parallel to West 33rd Street.

(a)  General purpose

The West 32nd Street Extension is intended to serve the following purposes:

(1)  toserve as the primary publicly accessible pedestrian and vehicular connection to the

Western Rail Yard from Eleventh Avenue;

(2)  to provide an experience substantially similar to active public #streets# in other high-

density, mixed use districts;

(3)  to provide a unique urban park-like experience for an active public #street# by
connecting the Western Open Space and the Eastern Rail Yard plaza with a pedestrian
Allee, as defined in paragraph (c)(2) of this Section and shown on Map 3 (Subdistrict
F: Public Access Area Plan) in Appendix B; and

(4)  to provide a private street with core elements that are substantially similar to the

surrounding public #streets#.

(b)  Location and dimensions

The West 32nd Street Extension shall have its northerly edge located a minimum of 180 feet
and a maximum of 200 feet south of the West 33rd Street #street line#, as shown on Map 3 in
Appendix B, except that a terminus to the West 32nd Street Extension, located west of the
Connector shall be permitted to expand beyond the maximum dimensions, provided that

such terminus extends to provide a #building# entrance drive along Site 1, and complies with



the provisions set forth in paragraph (e) of Section 93-751 (General requirements for the

Western Open Space).

(c)  Core elements

The West 32nd Street Extension shall provide the following core elements:

(1)  Streets and sidewalk requirements

The West 32nd Street Extension shall be a private street constructed to minimum

Department of Transportation and Fire Department standards for public #streets#.

Such private street shall consist of:

(i)  aroad bed, paved with asphalt, with a minimum width pursuant to the

requirements set forth by the Fire Department;

(ii)  a20 foot minimum sidewalk along its entire northern curb; and

(iii)  a 25 foot minimum sidewalk along its entire southern curb.

(2)  Planting and seating requirements for the southern sidewalk and the Allee

Two trees shall be planted for every 20 feet of southern curb length of the West 32nd
Street Extension between Eleventh Avenue and the Connector. Fractions equal to or
greater than one-half resulting from this calculation shall be considered to be one tree.
Such trees shall be planted at approximately equal intervals along the entire curb

length of the West 32nd Street Extension.
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Along the southern sidewalk, trees shall be planted within five feet of the curb and the
southern edge of the sidewalk. One row of trees shall be planted within five feet of the
curb and a second row of trees shall be planted within five feet of the southern edge of
the sidewalk. This double row of tree planting along the southern sidewalk of the
West 32nd Street Extension between Eleventh Avenue and the Connector shall
henceforth be referred to as the Allee, as shown on Map 3 in Appendix B. No

#building or other structure# shall be permitted within 15 feet of the southern edge of
the Allee.

The Allee shall provide a minimum of one linear foot of seating for every 75 square
feet of the Allee. A minimum of 50 percent of the required seating shall provide

seatbacks.

(3)  Planting requirements for the northern sidewalk

One tree shall be planted for every 25 feet of curb length of the West 32nd Street
Extension along its northern curb between Eleventh Avenue and the Connector.
Fractions equal to or greater than one-half resulting from this calculation shall be
considered to be one tree. Such trees shall be planted at approximately equal intervals
along the entire curb length of the West 32nd Street Extension between Eleventh
Avenue and the Connector. Along the northern sidewalk, trees shall be planted

within five feet of the curb.

(4)  Curb cuts

No curb cuts shall be permitted along the West 32nd Street Extension, except for

access to the Connector if required by the Fire Department.



93-762 - General requirements for the West 31st Street Extension

LAST AMENDED
4/29/2014

A private street, (henceforth referred to as the “West 31st Street Extension”), shall be provided north

of and parallel to West 30th Street.

(a)  General purpose

The West 31st Street Extension is intended to serve the following purposes:

(1)  toserve as a publicly accessible pedestrian and vehicular connection to the Western

Rail Yard from Eleventh Avenue;

(2)  to provide an experience substantially similar to active public #streets# in other high-

density, mixed use districts; and

(3)  to provide a private street with core elements that are substantially similar to the

surrounding public #streets#.

(b)  Location and dimensions

The West 31st Street Extension shall have its southerly edge located a minimum of 180 feet
and a maximum of 200 feet north of the West 30th Street #street line#, as shown on Map 3
(Subdistrict F: Public Access Area Plan) in Appendix B, except that a terminus to the West
31st Street Extension, located west of the Connector, shall be permitted to expand beyond the
maximum dimensions, provided that such terminus extends to provide a #building# entrance

drive along Site 5, and complies with the provisions set forth in paragraph (d) of Section 93-
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753 (General requirements for the Southwest Open Space), and/or paragraph (f) of Section
93-752 (General requirements for the Central Open Space), as applicable.

(c)  Core Elements

The West 31st Street Extension shall provide the following core elements:

(1)  Street and sidewalk requirements

The West 31st Street Extension shall be a private street constructed to minimum

Department of Transportation and Fire Department standards for public #streets#.

Such private street shall consist of:

(i)  aroad bed, paved with asphalt, with a minimum width pursuant to

requirements set forth by the Fire Department;

(ii)  a 15 foot minimum sidewalk along its entire northern curb; and

(iii)  a 20 foot minimum sidewalk along its entire southern curb.

(2)  Planting requirements for sidewalks

One tree shall be planted for every 25 feet of curb length of the West 31st Street
Extension between Eleventh Avenue and the Connector. Fractions equal to or greater
than one-half resulting from this calculation shall be considered to be one tree. Such
trees shall be planted at approximately equal intervals along the entire length of the

curb of the private street between Eleventh Avenue and the Connector.
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(3) Curbcuts

One curb cut shall be permitted along each side of the West 31st Street Extension.
The maximum width of such curb cut shall be 30 feet. A third curb cut accessing the

Connector shall be permitted if required by the Fire Department.

93-763 - General requirements for the West 30th Street Corridor

LAST AMENDED
4/29/2014

A pedestrian way (henceforth referred to as the “West 30th Street Corridor”), shall be provided along
the northerly sidewalk of West 30th Street adjacent to the area below the #High Line#.

(a)  General purpose

The West 30th Street Corridor is intended to serve the following purposes:

(1)  toserve as a transition space between the #High Line# and the West 30th Street

sidewalk;

(2)  toallow for active frontages with publicly accessible spaces for establishments below

the #High Line#; and



(3)  to provide an overall streetscape design that complements and provides views of the

#High Line# along West 30th Street.

(b)  Location and dimensions

The West 30th Street Corridor shall be located in the area bounded by the #High Line#,
Eleventh Avenue, West 30th Street and the eastern edge of the Southwest Open Space, as

shown on Map 3 (Subdistrict F: Public Access Area Plan) in Appendix B.

In the north-south direction, the West 30th Street Corridor shall extend from the #street
wall# of #buildings# beneath the #High Line# facing West 30th Street (which shall coincide
with the northerly edge of the southern row of structural columns of the #High Line#) to the

northerly #street line# of West 30th Street.

(c)  Core elements

The West 30th Street Corridor shall have the following provisions for its core elements:

(1)  apedestrian access area at least 10 feet in width shall be provided along the entire
length of the West 30th Street Corridor, linking Eleventh Avenue with the sidewalk
adjacent to the Southwest Open Space. Such area shall be located a minimum of five
feet beyond the northerly curb line of West 30th Street, and shall be free of

obstructions;

(2)  portions between the required pedestrian access area and the #High Line# may be

paved or landscaped; and



(3)  street trees shall be planted within five feet of the northern curb of West 30th Street.
One tree shall be planted for every 25 feet of curb length. Fractions equal to or greater
than one-half resulting from this calculation shall be considered to be one tree. Such

trees shall be planted at approximately equal intervals along the entire curb length of

West 30th Street.

93-764 - General requirements for the Connector

LAST AMENDED
4/29/2014

A publicly accessible connection (henceforth referred to as the “Connector”), shall be provided

between the West 32nd Street Extension and the West 31st Street Extension.

(a)  General purpose

The Connector is intended to serve the following purposes:

(1)  toserve as a connection between the West 32nd Street Extension and the West 31st

Street Extension;

(2)  to provide a space that complements the surrounding publicly accessible open spaces;

and

(3)  to provide an emergency egress connector pursuant to Fire Department standards.



(b)  Location and dimensions
The western #street line# of the Connector shall be located a minimum of 225 feet east of the

easterly #street line# of Twelfth Avenue, as shown on Map 3 (Subdistrict F: Public Access

Area Plan) in Appendix B.

(c)  Core elements

The Connector shall provide the following core elements:

(1)  the Connector shall be constructed to minimum Fire Department standards for an
emergency egress connection between the West 32nd Street Extension and the West
31st Street Extension, including, but not limited to, the width and materials of paved

area, and permitted obstructions within such area; and

(2)  the Connector shall not be located within 15 feet of a #building#.



