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101-73 - Special Provisions

LAST AMENDED
6/28/2004

101-731 - Special provisions for certain existing buildings

LAST AMENDED
2/2/2011

Any alteration, #incidental alteration# or minor work (including any change in, addition to, or removal from, the parts or
materials of a #building#, including finishes) done to the front wall of any #building# of the #specified building type# shall
comply with the following standards:

(a)  Alteration or reconstruction of storefronts shall comply with the provisions of Section 101-734.

(b)  Front walls which are replaced shall be erected to the same height and at the same location as the original walls.
Replacement or repair of front walls shall be done with the same material as the original walls, except that stone may be
replaced by another material finished in such a manner as to match the appearance of the original walls. Finishes and
colors of front walls shall be of an approved type, as indicated in Appendix C of this Chapter.

(c)  Front walls which are replaced shall have windows at each floor, the area of which shall comply with the provisions of
Section 101-733 (Special provisions for development and enlargement). Such windows shall have stone or precast lintels

and sills having a minimum height of six inches and extending at least four inches beyond the window opening on either
side. Existing window openings above the ground floor may not be reduced in size but may be completely sealed if the

window area provisions of Section 101-733 are met. Such openings shall be completely sealed with masonry recessed at

least two inches behind the wall and finished to match the wall. New windows shall be double-hung, fixed or casement
sash finished in an approved manner, as indicated in Appendix D of this Chapter.

(d)  No existing cornice shall be removed unless required by the Department of Buildings. A cornice that must be removed
shall be replaced by a new cornice having the same height, length and projection beyond the surface of the wall and
finished in an approved color, as indicated in Appendix D of this Chapter.

101-732 - Special provisions for other existing buildings

LAST AMENDED
2/2/2011

Any alteration, #incidental alteration# or minor work done to the front wall of any #building# not of the #specified building

type#, shall comply with the following standards:
(a)  alteration or replacement of storefronts shall comply with the provisions of Section 101-734; and

(b)  alteration or replacement of front walls shall comply with the provisions of Sections 101-721 (Height and setback) and

101-733 (Special provisions for development and enlargement).

101-733 - Special provisions for development and enlargement

LAST AMENDED
2/2/2011
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The front wall of any #development# or #enlargement#, or the front wall of any #building# where the height or width of a
#street wall# is proposed to be increased, shall be built to comply with the following standards:

(a)  The front wall shall extend along the full length of the Atlantic Avenue #street line#. It may be interrupted at the ground

level by entrances or exits for off-street parking or loading spaces permitted pursuant to Section 101-744 (Special permit

for public parking garages or public parking lots).

Front wall recesses are permitted for architectural purposes provided that the aggregate length at the level of any #story#
does not exceed 25 percent of the length of the front wall where such recesses are permitted. The depth of such recesses
shall not exceed three feet. No recesses are permitted within 20 feet of the intersections of two #street lines# forming an

angle of 100 degrees or less.

(b)  Windows shall occupy at least 35 percent of the wall area at the level of any #story# above the ground floor. (For the
purposes of calculation, the wall height at any #story# shall be measured between the floor and ceiling of that #story#.)

(c)  Window and door framing trim shall be finished in an approved color as indicated in Appendix D of this Chapter.

101-734 - Special provisions for storefronts

LAST AMENDED
6/6/2024

No storefront of the #specified storefront type# shall be demolished unless its demolition is required by the Department of
Buildings. Reconstruction or repair of storefronts of the #specified storefront type# shall be done in such a manner as to retain
or restore the original design and materials, except that plate glass may be replaced by transparent plastic. Such storefronts shall

be finished in an approved manner, as indicated in Appendix D of this Chapter.

New storefronts installed in any existing or new #building# shall comply with the #ground floor level# streetscape provisions of
Section 101-11 (Special Ground Floor Use Regulations) and the following standards:

(a)  Astorefront installed in a #building# of the #specified building type# shall occupy at least the same area of the front wall
as the original storefront. A storefront installed in any other #building# shall occupy the entire frontage of the front wall

devoted to #commercial uses#.
(b)  Storefront entrance doors shall be set back a minimum of two feet behind the vertical surface of the #show windows#.

(c)  Inthe case of existing #buildings#, no existing cornice above a storefront shall be demolished unless required by the
Department of Buildings. A cornice which is removed shall be replaced by a cornice having the same length, height and
projection beyond the surface of the front wall. In any #building# of the #specified building type# where the original
cornice above the storefront has been previously removed, any new storefront shall incorporate a cornice or fascia

extending the full length of the store front and having a minimum height of two feet.

(d)  All framing elements, trim elements, doors, etc., of the storefront shall be finished in an approved manner, as indicated in

Appendix D.

(¢)  Anyawning or canopy attached to a #building# with a storefront which incorporates a cornice shall be attached in such

manner as not to obscure or cover the cornice.
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